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Order on-line at www.lotronic.com

DM525
Code: 15-3022	 Carton qty: 10

DM126
Code: 15-3020	 Carton qty: 10

DYNAMIC  MICROPHONES
Dynamic voice coil
•	Unidirectional
•	Supplied incl. wallet and leads in a carrying case
•	Livrés avec une housse de transport et cordons dans une 
mallette.

Freq. range:..........................................................................80 Hz-2 kHz
Sensitivity:.......................................................................... 53dB+/-3dB
Output impedance:........................................... 600 ohms +/- 30% S.P.L

ECM1000
Code: 15-3015	 Carton qty: 10

T IE-CL IP ELECTRET CONDENSER  
MICROPHONE
Lightweight tie-clip condenser microphone to be clipped on a 
collar, a tie or put on a table for recording purposes.
Type :.......................................................................Electret condenser:
Freq. range :.......................................................................100Hz-14kHz
Impedance :........................................................................... 100 Ohms
Sensibilité de sortie :.............................................................-65 +/-3dB

MK100
Code: 15-3012	 Carton qty: 1

DYNAMIC  VOCAL M ICROPHONE
Uni-directional polar pattern
•	Quality full metal body with wire mesh dust screen
•	4 Meter (13 Ft) cable
•	XLR (mic side) to 1/4” cable
Freq. range:............................................................................ 600 Ohms
Sensitivity:....................................................................................-74 dB

MICROPHONES


